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FAZH:

- FEEZF: M12 A—code

- HHi 4

— FEEH(40C): 4 A 35
- BEREE: 20V ] 2045
BobRE: 2500 V o
- AEER 3
EHBE: <10 m0 — 1—-
Bk >100MQ

BRFK: ELMI2X1

— B4 EA: PUR, 24RAL9005
54 0.34mm? (AWG22) SW14 ek

B#E%: P67 Stripping length of the sheath
wRAH: >100 ‘
EREBERE: —25C — 485C M12*]
HEEE 14N
SEAE: TPU 215
FRMH: PA
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#iE  Contact arrangements #4%H Circuit diagram

Technical specification:

— Series: M12 A-code

— Number of contacts: 4 il oA & "M12S-M04A-S—L—PUR”,

— Rated current(40C): 4 A METEEKE, Blim,

— Rated voltage: 230V

— Rated impulse voltage: 2500 V . N

— Pollution degree: 3 Ex: Part code M12S5-M04A-S—L-PUR",the
— Contact resistance: <10 m) "L" represents the cable length, unit m.
— Insulation resistance: >100MQ

— Connectoe locking system: Screw M12x1

L #F%brown
——H B white

L Efblue

—— Z#black
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— Cable type: PUR , Black RAL 9005 e
— Wire gauge: 0.34mm? (AWG22) REAR - Drawing No.

— Degree of protection: P67 Finish
- Mating cycles: >100

. Sl B | M125-M04A-5-1.5-PUR

— Temperature range: -25°C — +85C EER RN b 5% f: : -
— Material of locking system: Stainless steel ok Iober] % EH%/Description | sgnciure | dofe |Moteria FEET 1630045014241
— Material of housing: TPU #4 /Name | B #/Date 4 /Name | E¥/0Date [ i | Wk | 2% | kg Lot No.

— Material of Insert: PA % B Scale | REV. | Weight | Qty. | F&4#%
— Material of contact: copper alloy D'ro%n CH CHEN[22.02.2017 é{éﬁnﬁ. — ~ Part Name

- Contact plating: Au Th 1:1 | V1.0|68.6g| - —
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